
BW-C 350 
MIG/MAG DC 3

Faz

Trifaze (3 Faz) 380 V 
giriş voltajında 
Max. 250 A akım verir. 
Şebekeden kaynaklanan 
voltaj dalgalanmalarını 
(±10% oranında) 
tolere eder ve bu sayede 
oluşabilecek 
arızalanmaları önler.

2T / 4T tetik ayarları ile 
uzun veya hassas işlerde 
kaynakçıya kolaylık 
sağlar. 5 - 250 A akım 
aralığında çalışır ve
IP 23 S koruma 
sınıfındadır. Krater dolgu 
ve ön gaz ve son gaz 
özellikleri sayesinde, 
oluşabilecek kaynak 
hataları kolaylıkla önlenir.

Dijital ampermetre 
göstergesine sahip olup, 
dizel jeneratörler ile 
çalışmaya uygundur.   

 

Digital ampermeter and 
voltmeter allow for more 
precise welding 
parameter settings.

Portable, compact 
design.

It is compatible with 
15-18 kg wires.

It is suitable for 
welding of Alloy, 
Unalloyed Steel, 
Stainless, Aluminum 
and Copper Alloy 
welders.

With 2T/4T trigger 
settings, it provides 
ease of welding in long 
or precise work. 

50/60 Hz 7,8 Kw 0,72 16,5-26,5V 46 V 250 A %60
200 A %100

430x235x600 mm 23 Kg IP 23
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Applications:
MIG
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MIG welding machine manufactured with inverter technology.
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